


Seal A Vent Installation Instructions  
 

1. Check the package to make sure you have all parts before 
proceeding with the installation.  The kit contains: 
•  A  3 foot by 4 foot piece of radiant barrier material silver on one 

side and white on the other 
•  14 feet of Brown magnetic seal (Side A) 
•  14 feet of White magnetic seal (Side B) 

 
 

2. First, clean the shutter framework and the shiny side of the 
insulation material around the outside edges with alcohol to provide 
a clean surface to attach the magnetic sealing system.  Unroll the 
magnetic seal.  Join sides A (Brown color) and B (White color) and 
ensure the paper backing is facing the outside. 

 
 

3. Partially unroll the magnetic sealing system along the frame as 
shown in the figure below and cut to the length of each side with 
scissors so the magnetic seal will be the same length of the side.  
Repeat this procedure on the other three sides. 

 



 
4. Remove the paper backing from side B (White color) and apply the 

strips that you cut onto the frame with side A and B still joined 
together.  DO NOT REMOVE THE PAPER BACKING FROM SIDE A 
(Brown Color) YET.  Apply pressure on the strips to ensure a good 
bond. 

 
5. Next, remove the paper backing on side A (Brown color). 

 
 

6. Apply the radiant barrier material with the shiny side up and leave 
some material overlapping the frame on all sides.  Firmly apply 
pressure to the material to bond it to the magnetic system.   

 
 

7. Carefully remove the material with side A (Brown Color) bonded to 
the material while leaving side B (White Color) firmly attached to the 
shutter frame.  Trim the overlapping material around the edges next 
to the magnetic sealing strips. 

 
 

8. Reinstall the cover by joining the magnetic strip at one corner and 
aligning it with the side.  The magnetic seal will automatically self 
align itself when you raise the cover close to the shutter grill.  Allow 
the adhesive to fully bond for 24 hours.     

 
 

9. Remove the cover when the fan is ON for seasonal cooling and 
reinstall the cover when the fan is ready to be winterized.  

 


